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SUBJECT: EVALUATION OF GLASS LAMP MISSION G-871 X 2~
1. IMAGE QUALITY: THE OVERALL IMAGE QUALITY OF THIS MISSI

IS FAIR, HOWEVER SOME GOOD QUALITY IMAGERY IS PRESENT. INTERPR

TION SUITABILITY OF THIS MISSION IS FAIR., . ATMOSPHERIC CONDITI

ARE THE MAJOR DEGRADING FACTOR. CLOUD COVER AND HAZE OBSCURE

APPROXIMATELY 30 PERCENT OF THE MISSION. R
2. MISSION DATA: ' : : ,
. A. MISSION NUMBER: G-971 : ' S REFRO

B. DATE: 8 MARCH 19695 : ‘ : ATp
C. CAMERA TYPE/UNIT: B/10 o ' 184
D, MODE: MODE 5, FRAMES 1 THRU 2152 g PRED

MODE 4, FRAMES 2153 THRU END OF MISSION
E. FILM TYPE: 3401
F. EXPOSURE: 1/400
G. APERTURE: F/11
H. FILTER: W/12 (MINUS BLUE)
I. PROCESSED BY: ' NAV RECON TECH SUPPCEN
J. AVERAGE GAMMAS: OR SIDE - 2,08
9L SIDE - 2.04
3. ORIGINAL NEGATIVES:
A. EXPOSURE: ADEQUATE THROUGHOUT
B. DENSITY AND CONTRAST: GENERALLY MEDIUM FOR THE ENTIR
MISSION.
C. IMAGED DEGRADATIONS: _ o]
(1> 9R SIDE: MINOR EDGE FOG IS PRESENT INTERMITTENTLY"
ALONG THE INBOARD EDGE THROUGHOUT THE MISSION, © ADVANCE
(2> SL SIDE: MINOR EDGE FOG IS PRESENT INTERMITTENTLY ALONGNITI
THE OUTBOARD EDGE THROUGHOUT THE MISSION. LIGHT LEAK INDUCED FOG WITH rZiT
PATTERNS ARE PRESENT IN FRAMES 2543, 2545, 2546, 2548, 2549 AND - :
255@, TWO MINOR PLUS DENSITY STREAKS ARE PRESENT INTERWITTENTLY (. - g
IN THE LAST 758 FRAMES OF THE MISSION. -
D. PHYSICAL DEGRADATIONS:
(1) SR SIDE: TWO HEAT SPLICES AND ONE MANUFACTURING SPLICE
ARE PRESENT IN THE MATERIAL. .
(2) 9L SIDE: ONE HEAT SPLICE AND ONE MANUFACTURING SPLICE
ARE PRESENT IN THE MATERIAL. FRAME 2481 CONTAINS AN L~-
SHAPED EMULSION SCRATCH. FRAMES 2549 AND 2558 CONTAIN
SCRATCHES WITH EVIDENCE OF FILM CRIMPING ALONG THE OUT-
BOARD EDGE. |
E. AUXILIARY DATA: ALL DATA RECORDING EQUIPMENT FUNCTIONED
PROPERLY.
" F. DUE TO FILM RUN-OUT, THE LAST TITLED FRAME ON THE SR
SIDE IS 2561; THE LAST TITLED FRANE ON THE 9L SIDE IS 2558, BOTH
ARE PARTIAL FRAMES,
4, DUPLICATE POSITIVES:

_A. PRINTING AND PROCESSING QUALITY IS ADEQUATE FOR EXPLOITATION
PURPOSES.
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